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3-2 Touch Panel Computers

Touch Panel Computers
Model

Specifications
TPC-1560T TPC-1560H TPC-1260T TPC-1260TE TPC-1260H TPC-1260G TPC-60S 

CPU Transmeta™ Crusoe™ 5400 500 MHz Transmeta™ Crusoe™ 5800 1 GHz Transmeta™ Crusoe™ 5400 500 MHz Transmeta™ Crusoe™ 5800 1 GHz ARM9 S3C2410A 266 MHz

Memory 128 MB SDRAM on board 256 MB DDR SDRAM (up to 512 MB DDR SDRAM) 128 MB SDRAM on board
256 MB DDR SDRAM  

(up to 512 MB DDR SDRAM)
64 MB SDRAM on board

Display

Type TFT color LCD TFT color LCD TFT color LCD STN color LCD

Size 15” 15” 12.1” 12.1” 5.7”

Max. Resolution 1024 x 768 1024 x 768 800 x 600 800 x 600 320 x 240

Max. Colors 256 K or above 256 K or above 256 K 256 K 256 K

Pixel Pitch (mm) 0.297 (H) x 0.297 (V) 0.297 (H) x 0.297 (V) 0.3075 (H) x 0.3075 (V) 0.3075 (H) x 0.3075 (V) 0.36 (H) x 0.36 (V)

Luminance (cd/m2) 350 300 300 100 350 100 201

Viewing Angle (°) (H/V) 140/120 140/120 90 120/90 90 90

Backlight Life Time (Min.) 50,000 hrs 50,000 hrs 50,000 hrs 50,000 hrs 40,000 hrs

Touch Screen Resistive Resistive Resistive Resistive Resistive

Flash Memory N/A N/A N/A N/A 64 MB on board

HDD 1 internal 2.5” (option) 1 internal 2.5” (option) 1 internal 2.5” (option) 1 internal 2.5” (option) -- N/A

FDD External from USB interface External from USB interface External from USB interface External from USB interface N/A

CD-ROM
External from  

CompactFlash® slot
External from  

CompactFlash® slot
External from  

CompactFlash® slot
External from  

CompactFlash® slot
N/A

Network (LAN) 10/100Base-T 10/100/1000Base-T 10/100Base-T 10/100/1000Base-T 10/100Base-T

I/O Port
Serial Port x 3, Parallel Port x 1, VGA x 1, USB x 2,  

Audio x 2, PS2 x 1
Serial Port x 4, Parallel Port x 1, VGA x 1, USB x 2,  

Audio x 3, PS2 x 1
Serial Port x 4, Parallel Port x 1, USB x 1, PS2 x 2

Serial Port x 4, Parallel Port x 1, VGA x 1, USB x 2, Audio x 3, 
PS2 x 1

Serial Port x 3,  USB x 2 (Host x 1, Client x 1)

CompactFlash® Slot Type II x 1 Type II x 1 Type II x 1 Type II x 1 Type II x 1

PCMCIA Type II x 2 Type II x 2 N/A Type II x 2 N/A

Expansion Slot PCI-104 PC/104-Plus x 1 PCI-104 PC/104-Plus x 1 N/A

Power
Input Voltage DC IN +24V DC IN +24V DC IN +24V DC IN +24V DC IN +24 V

Power Consumption 25 W 30 W 20 W 30 W 15 W

Dimensions W x D x H (mm) 383 x 307 x 55 (15.08” x 12.09” x 2.17”) 383 x 307 x 55 (15.08” x 12.09” x 2.17”) 311 x 237 x 50 (12.24” x 9.33” x 1.97”)
311 x 237 x 58

(12.24” x 9.33” x 2.28”)
311 x 237 x 75.85

(12.24” x 9.33” x 2.99)
195 x 148 x 45 (7.68” x 5.83” x 1.77”)

Weight 3.8 kg (8.38 lbs) 3.8Kg (8.38 lbs) 2.2 kg (4.85 lbs) 2.5 kg (5.51 lbs) 2.4 kg (5.29 lbs) 0.8 kg (1.76 lb)

Front Cover Al-Mg Al-Mg Al-Mg Al-Mg Plastic

Operating Temperature 0 ~ 50° C (32 ~ 122° F) 0 ~ 50° C (32 ~ 122° F) 0 ~ 50° C (32 ~ 122° F) 0 ~ 50° C (32 ~ 122° F) 0 ~ 50° C (32 ~ 122° F)

Front Panel Protection NEMA4 / IP65 NEMA4 / IP65 NEMA4 / IP65 NEMA4 / IP65 NEMA4 / IP65

Certifications CE, FCC, BSMI, UL, CSA, CCC CE, FCC, BSMI, UL, CCC CE, FCC, BSMI, UL, CCC CE, FCC, BSMI, UL, CCC CE, FCC, BSMI, UL, CCC

Operating Systems Windows® 2000, Windows® XP, Windows® CE, DOS
Windows® 2000, Windows® XP, Windows® CE,  

XP embedded
Windows® 2000, Windows® XP, Windows® CE, DOS Windows® 2000, Windows® XP, Windows® CE, XP embedded Windows® CE.NET 4.2
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Model
Specifications

TPC-1560T TPC-1560H TPC-1260T TPC-1260TE TPC-1260H TPC-1260G TPC-60S 

CPU Transmeta™ Crusoe™ 5400 500 MHz Transmeta™ Crusoe™ 5800 1 GHz Transmeta™ Crusoe™ 5400 500 MHz Transmeta™ Crusoe™ 5800 1 GHz ARM9 S3C2410A 266 MHz

Memory 128 MB SDRAM on board 256 MB DDR SDRAM (up to 512 MB DDR SDRAM) 128 MB SDRAM on board
256 MB DDR SDRAM  

(up to 512 MB DDR SDRAM)
64 MB SDRAM on board

Display

Type TFT color LCD TFT color LCD TFT color LCD STN color LCD

Size 15” 15” 12.1” 12.1” 5.7”

Max. Resolution 1024 x 768 1024 x 768 800 x 600 800 x 600 320 x 240

Max. Colors 256 K or above 256 K or above 256 K 256 K 256 K

Pixel Pitch (mm) 0.297 (H) x 0.297 (V) 0.297 (H) x 0.297 (V) 0.3075 (H) x 0.3075 (V) 0.3075 (H) x 0.3075 (V) 0.36 (H) x 0.36 (V)

Luminance (cd/m2) 350 300 300 100 350 100 201

Viewing Angle (°) (H/V) 140/120 140/120 90 120/90 90 90

Backlight Life Time (Min.) 50,000 hrs 50,000 hrs 50,000 hrs 50,000 hrs 40,000 hrs

Touch Screen Resistive Resistive Resistive Resistive Resistive

Flash Memory N/A N/A N/A N/A 64 MB on board

HDD 1 internal 2.5” (option) 1 internal 2.5” (option) 1 internal 2.5” (option) 1 internal 2.5” (option) -- N/A

FDD External from USB interface External from USB interface External from USB interface External from USB interface N/A

CD-ROM
External from  

CompactFlash® slot
External from  

CompactFlash® slot
External from  

CompactFlash® slot
External from  

CompactFlash® slot
N/A

Network (LAN) 10/100Base-T 10/100/1000Base-T 10/100Base-T 10/100/1000Base-T 10/100Base-T

I/O Port
Serial Port x 3, Parallel Port x 1, VGA x 1, USB x 2,  

Audio x 2, PS2 x 1
Serial Port x 4, Parallel Port x 1, VGA x 1, USB x 2,  

Audio x 3, PS2 x 1
Serial Port x 4, Parallel Port x 1, USB x 1, PS2 x 2

Serial Port x 4, Parallel Port x 1, VGA x 1, USB x 2, Audio x 3, 
PS2 x 1

Serial Port x 3,  USB x 2 (Host x 1, Client x 1)

CompactFlash® Slot Type II x 1 Type II x 1 Type II x 1 Type II x 1 Type II x 1

PCMCIA Type II x 2 Type II x 2 N/A Type II x 2 N/A

Expansion Slot PCI-104 PC/104-Plus x 1 PCI-104 PC/104-Plus x 1 N/A

Power
Input Voltage DC IN +24V DC IN +24V DC IN +24V DC IN +24V DC IN +24 V

Power Consumption 25 W 30 W 20 W 30 W 15 W

Dimensions W x D x H (mm) 383 x 307 x 55 (15.08” x 12.09” x 2.17”) 383 x 307 x 55 (15.08” x 12.09” x 2.17”) 311 x 237 x 50 (12.24” x 9.33” x 1.97”)
311 x 237 x 58

(12.24” x 9.33” x 2.28”)
311 x 237 x 75.85

(12.24” x 9.33” x 2.99)
195 x 148 x 45 (7.68” x 5.83” x 1.77”)

Weight 3.8 kg (8.38 lbs) 3.8Kg (8.38 lbs) 2.2 kg (4.85 lbs) 2.5 kg (5.51 lbs) 2.4 kg (5.29 lbs) 0.8 kg (1.76 lb)

Front Cover Al-Mg Al-Mg Al-Mg Al-Mg Plastic

Operating Temperature 0 ~ 50° C (32 ~ 122° F) 0 ~ 50° C (32 ~ 122° F) 0 ~ 50° C (32 ~ 122° F) 0 ~ 50° C (32 ~ 122° F) 0 ~ 50° C (32 ~ 122° F)

Front Panel Protection NEMA4 / IP65 NEMA4 / IP65 NEMA4 / IP65 NEMA4 / IP65 NEMA4 / IP65

Certifications CE, FCC, BSMI, UL, CSA, CCC CE, FCC, BSMI, UL, CCC CE, FCC, BSMI, UL, CCC CE, FCC, BSMI, UL, CCC CE, FCC, BSMI, UL, CCC

Operating Systems Windows® 2000, Windows® XP, Windows® CE, DOS
Windows® 2000, Windows® XP, Windows® CE,  

XP embedded
Windows® 2000, Windows® XP, Windows® CE, DOS Windows® 2000, Windows® XP, Windows® CE, XP embedded Windows® CE.NET 4.2
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3-4 Touch Panel Computers

The leading Fanless HMI 
Platform Solutions
Multi-user Client/Server architecture
Thin client architecture allows system operators local process monitoring and controlling facilities through local LAN Network, Intranet or Internet. Engineers can now easily manage 
the project or system in field, office, home without any constraints

Lower Total Cost of Ownership
Leading commercial thin client computing solution vendors indicate that thin client computing solution can effectively save 15%-20% of IT expenditure in the first year and 
accumulate up to 50%-60% in the proceeding 5 years. Simplified software deployment radically reduces total rollout costs, and longer lifespan client terminals efficiently reduce 
capital expenditure.

Centralized Data Management
The TPC thin client terminal communicates with thin server via thin client software. All critical data or applications are run and maintained centrally. This centralized system infrastructure 
provides our customers better system security and data integrity.

Thin Client Software Support
Advantech's TPC thin client series support thin client software such as "Microsoft® RDP", which makes it possible for system integrators to cut hardware costs by providing a local 
desktop interface to remotely stored software applications. A smart solution for environmental monitoring systems and transportation systems. 

Fanless, No Spindle & Low Power Consumption
Combined with a mobile Transmeta™ Crusoe™ CPU and a streamlined Windows® CE.NET with CompactFlash® configuration, Advantech's TPC Series does not need a cooling 
fan.
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Installation Options 
Introduction    
Advantech’s Touch Panel Computers are the most powerful all-in-one LCD computers 
available on the market. They have been designed to be slim and compact, to enable them 
to be installed into all kinds of work environments and applications. The Touch Panel 
Computers can be wall mounted, panel mounted or simply placed on a desktop with an 
elegant stand. Integrated mounting holes and features make any kind of mounting option 
a breeze. With the expansion kit, standard PCI cards can be easily inserted. 

Stand Kit Swing ARM Expansion Kit

Ordering Information
 TPC-1260 STAND TPC-1260T/TE desktop stand
 TPC-1260 WALLMT TPC-1260T/TE wall mounting kit
 TPC-1260H WMK TPC-1260H wall mount kit
 TPC-1260H STK TPC-1260H stand kit
 TPC-1260H SAK TPC-1260H swing arm kit
 TPC-EXP-1560 TPC-1560T/1260T/TE two-slot PCI expansion kit
 TPC-1560 STAND TPC-1560T desktop stand
 TPC-1560 WALLMT TPC-1560T wall mounting kit
 TPC-1560H WMK  TPC-1560H wall mount kit
 TPC-1560H STK  TPC-1560H stand kit
 TPC-1560H SAK  TPC-1560H swing arm kit
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Features

3-6 Touch Panel Computers

Specifications
 Construction Al-Mg and plastic molding
 Display 15" XGA TFT LCD
 CPU and Core Logic Transmeta™ CrusoeTM 5400 (500 MHz)
 BIOS Award® 256KB
 VGA SMI® 721 VGA controller
 DRAM 128 MB on board, with 112 MB allocated for users
 Storage CompactFlash® memory card or 2.5" HDD
 I/O 3 serial ports (one configurable to RS-232/422/485) 

and RS-485 is auto flow controlled, 1 parallel port, 1 
Ethernet port (10/100Base-T), 2 USB ports, 1 PS/2 
port, 2 PCMCIA slots, 1 VGA port, MIC/ line out

 Expansion One 32-bit PCI 104 expansion slot
 Watchdog Timer 1.6 seconds interval
 Power Input 24 VDC, 1 A maximum
 Dimensions (W x H x D) 383 x 307 x 55 mm (15.08" x 12.09" x 2.17")

 Gross Weight 3.8 kg (8.37 lbs)

LCD Display
 Display Size (diagonal) 15"
 Max. Colors 256 K or above
 Resolution 1024 x 768
 Pixel Pitch (H x V) 0.297 x 0.297 mm
 Viewing Angle 140°
 Luminance 350 cd/m2

 Backlight 4 CCFL
 Contrast Ratio 500
 Boot-on-LAN support
 Windows® CE utility for LCD backlight control on touchscreen

TPC-1560T

Touchscreen
 Type 4-wire, analog resistive
 Resolution Continuous
 Light Transmission Above 75%
 Life 1 million activation minimum at single point
 Controller embedded on board, PS/2 interface

Environmental Specifications
 Operating Temperature 0 ~ 50° C (32 ~ 122° F)
 Storage Temperature -20 ~ 60° C (-4~ 140° F)
 Relative Humidity 10 ~ 95% @ 40° C, non-condensing
 EMI FCC class A certificated, BSMI certificated
 CE Certificated
 Front panel meets NEMA4/IP65

Ordering Information
 TPC-1560T 15" TFT LCD display touch panel computer with 

Crusoe™ 5400 CPU, 128 MB DRAM on board and 
resistive touchscreen

 PS-DC24-50 50 watts 24 VDC output, 110/220 VAC 50/60 Hz input 
power adapter 

 TPC-1560 STAND TPC-1560T desktop stand
 TPC-1560 WALLMT TPC-1560T wall mounting kit
 TPC-EXP-1560 TPC-1560T/1260T/TE two-slot PCI expansion kit

 15" XGA TFT LCD with high luminance

 Slim and compact design with Al-Mg housings

 Fanless cooling system

 NEMA4/IP65 compliant front panel

 Supports Windows® 2000/XP/CE

 Supports a PC/104-Plus expansion slot

 Fast docking design of 2.5" HDD module

 Downward I/O cabling

 Automatic data flow control RS-485

Crusoe™ 5400 Touch Panel Computer 
with 15" XGA TFT LCD Display

Introduction
With a high quality TFT LCD display, the TPC-1560T adopts the TransmetaTM CrusoeTM 5400 processor as its core. The CrusoeTM 5400 is a low power consuming, x86 
compliant processor with 500 MHz operating frequency. This system can therefore be fanless although the kernel is powerful. In addition, spindle-free storage makes the  
TPC-1560T a durable and reliable platform. For those applications where spindle-free storage is not critical, a fast-access HDD module can be used. A PCI-104 expansion slot is 
provided for PCI expansion capability in harsh environments.
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a. CPU card cover
b. HDD module
c. PCI-104 slot
d. CompactFlash®  & PCMCIA
e. Ethernet port
f.   VGA port
g. Parallel port

h.  Audio jacks
i. PS/2 ports
j. USB port
k. Auto flow control
     RS-232/422/485
l. Serial ports
m. Power switch

Optional Fieldbus PCI-104 Expansion 
Card
 Supports CANopen, DeviceNet™ or PROFIBUS™ by request

Panel Cut-out Dimension: 373.5 x 297.5 mm

c

ba

d

e

fghijkl

m

Rear View

TPC-1560T
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Features

3-8 Touch Panel Computers

Specifications
 Construction Al-Mg and plastic molding
 Display 15” XGA TFT LCD
 CPU / Core Logic  Transmeta™ Crusoe™ 5800 1 GHz
 BIOS Award® 256 KB
 VGA SMI® 721 VGA controller
 Memory 256 MB DDR SDRAM (up to 512 MB), with 240 MB 

(up to 496 MB) allocated for users
 Storage CompactFlash® memory card or 2.5” HDD
 I/O 4 serial ports (one configurable to RS-232/422/485) 

and RS-485 is auto flow controlled 
1 parallel port 
1 Ethernet port (10/100/1000Base-T) 
2 USB ports (USB2.0) 
1 PS/2 port (KB/MS combined) 
2 PCMCIA slots 
1 VGA port 
3 Audio ports (MIC in X 1, Line in X 1, Line out X 1)

 Expansion 1 PC/104-Plus slot
 Watchdog Timer 1.6 seconds interval
 Power Input 24 VDC, 1.4 A maximum
 Dimensions (W x H x D) 383 x 307 x 55 mm (15.08” x 12.09” x 2.17”)

 Gross Weight 3.8 kg (8.38 lbs)

Touchscreen
 Type 8-wire, analog resistive
 Resolution Continuous
 Light Transmission Above 75%
 Life 1 million activation minimum at single point

TPC-1560H Crusoe™ 5800 Touch Panel Computer 
with 15" XGA TFT LCD Display

Introduction
With a high quality TFT LCD display, the TPC-1560H adopts the Transmeta™ Crusoe™ 5800 processor as its core. The Crusoe™ 5800 is a low power consuming x86 compliant 
processor with 1 GHz operating rate.  This system can therefore be fanless although the kernel is powerful. In addition, spindle-free storage makes the TPC-1560H a durable and 
reliable platform. For those applications where spindle-free storage is not critical, a fast-access HDD module can be used.  Two PCMCIA slots are provided for expansion capability 
in harsh environments and a rich I/O portfolio can meet diverse demands.

Environmental Specifications
 Operating Temperature 0 ~ 50° C (32 ~ 122°F)
 Storage Temperature  -20 ~ 60° C (-4 ~ 140° F)
 Relative Humidity 10 ~ 95% @ 40° C, non-condensing
 EMI FCC class A certification
 Operating Vibration 1 grms (5 ~ 500 Hz)
 Front Panel meets NEMA4 /IP65

LCD Display
 Display Type TFT color LCD
 Display Size (diagonal) 15"
 Max. Colors  256 K or above
 Resolution 1024 x 768
 Pixel Pitch (H x V) 0.297 x 0.297 mm
 Viewing Angle 140°
 Luminance (cd/m2) 300
 Backlight 4 CCFL
 Contrast Ratio 500

Ordering Information
 TPC-1560H-A1 15” high luminance TFT LCD display touch panel 

computer with Crusoe™ 5800 1 GHz CPU and 256 MB 
DDR SDRAM

 TPC-1560H-A5 15” high luminance TFT LCD display touch panel 
computer with Crusoe™ 5800 1 GHz CPU and 512 MB 
DDR SDRAM

 TPC-1560HN-A1 TPC-1560H-A1 with Windows® CE.NET OS / 64 MB 
CF card 

 TPC-1560H-D1 TPC-1560H-A1 without touch screen

 15” XGA TFT LCD with high luminance

 Super slim and compact design with Al-Mg housing

 Fanless cooling system

 NEMA4/IP65 compliant front panel

 Supports Windows® 2000/XP, XP embedded and CE.NET

 Downward I/O cabling

 Automatic data flow control RS-485

NEW
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Accessories
 PS-DC24-50 50 Watts 24 VDC output, 110 V / 220 VAC 50/60 Hz input 

power adapter
 TPC-1560H WMK TPC-1560H wall mount kit
 TPC-1560H STK TPC-1560H stand kit
 TPC-1560H SAK TPC-1560H swing arm kit
 TPC-1560H CDK TPC-1560H CD-ROM kit

Rear View

TPC-1560H
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Features

3-10 Touch Panel Computers

Specifi cations
 Construction Al-Mg and plastic molding
 Display 12.1" SVGA TFT LCD
 CPU and Core Logic Transmeta™ Crusoe™ 5400 (500 MHz)
 BIOS Award® 256 KB
 VGA SMI® 712 VGA controller
 DRAM 128 MB on board, among which 112 MB for users
 Storage CompactFlash® memory card or 2.5" HDD (freely 

bundled HDD kit for environments with extraordinary 
vibration)

 I/O 4 serial ports (one configurable to RS-422/485) and 
RS-485 is auto flow controlled, 1 parallel port, 1 
Ethernet port (10/100Base-T), 1 USB port, 2 PS/2 ports

 Expansion One 32-bit PCI-104 expansion slot
 Watchdog Timer 1.6 seconds interval
 Power Input 24 VDC, 0.8 A maximum
 Dimensions (W x H x D) 311 x 237 x 50 mm (12.24" x 9.33" x 1.97")

 Gross Weight 2.2 kg (4.85 lbs)

LCD Display

TPC-1260T TPC-1260TE

 Display Size (diagonal) 12.1" 12.1"
 Max. Colors 256K 256K
 Resolution 800 x 600 800 x 600
 Pixel Pitch (H x V) 0.31 x 0.31 mm 0.31 x 0.31 mm
 Viewing Angle 90° 90°
 Luminance 300 cd/m2 100 cd/m2

 Storage Temperature -20~60° C (-4~ 140° F) -20~60° C (-4~ 140° F)
 Operating Temperature 0~50° C (32 ~ 122° F) 0~50° C (32 ~ 122° F)
 Backlight 2 CCFL 1 CCFL
 Contrast Ratio 150 150

 12.1" SVGA TFT LCD with high luminance

 Slim and compact design with Al-Mg housing

 Fanless cooling system

 NEMA4/IP65 compliant front panel

 HDD kits for environments with extraordinary vibration

 Automatic data flow control RS-485

 Supports Windows® 2000/CE .NET/XP

 Supports a PCI 104 expansion slot

 Supports 2.5" HDD (optional)

TPC-1260T/TE

Touchscreen
 Type 4-wire, analog resistive
 Resolution Continuous
 Light Transmission Above 75%
 Life 1 million activation minimum at single point

En vi ron men tal Spec i fi  ca tions
 Operating Temperature 0~50° C (32~122° F)
 Relative Humidity 10 ~95% @ 40° C, non-condensing
 EMI FCC class A certificated
 CE certificated
 Front panel meets NEMA4/IP65

Ordering Information
 TPC-1260T 12.1" TFT LCD display touch panel computer with 

Crusoe™ 5400 CPU, and 128 MB DRAM on board 
 TPC-1260TE 12.1" commercial grade TFT LCD display touch panel 

computer with Crusoe™ 5400 CPU, and 128 MB 
DRAM on board 

 TPC-1260TE-X TPC-1260TE without touchscreen
 TPC-1260T-CE TPC-1260T with Windows® CE 3.0 OS on 32 MB 

CompactFlash® memory card
 PS-DC24-50 50 watts 24 VDC output, 110/220 VAC 50/60 Hz input 

power adapter
 TPC-1260 STAND  TPC-1260T/TE desktop stand
 TPC-1260 WALLMT  TPC-1260T/TE wall mounting kit
 TPC-EXP-1560  TPC-1560T/1260T/TE two-slot PCI expansion kit

Crusoe™ 5400 Touch Panel 
Com put er with 12.1" SVGA 
TFT LCD Dis play

Introduction
With a high quality TFT LCD display, the TPC-1260T adopts the Transmeta™ Crusoe™ 5400 processor as its core. It is a low power consumption x86 compliant processor with 500 
MHz operating rate. This system is therefore designed to be fanless though the kernel is powerful. In addition, spindle-free storage makes the TPC-1260T a durable and reliable 
platform. For those applications where spindle-free storage is not critical, an optional 2.5" slim type HDD can be used. It also provides a PC/104-Plus expansion slot for applications 
in harsh environments.
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a. CPU card cover
b. 2.5" HDD
c. PCI-104 slot
d. CompactFlash® slot
e. Parallel port

f. Serial ports
g. Ethernet port
h. USB port
i. Power switch
j. PS/2 ports

Rear View

Cut-out Dimension: 302 x 228 mm

c

ba

d
e

fgh

i

j

Optional Fieldbus PCI-104 Expansion 
Card
 Supports CANopen, DeviceNet™ or PROFIBUS™ by request

TPC-1260T

C
ourtesy of S

teven E
ngineering, Inc.-230 R

yan W
ay, S

outh S
an F

rancisco, C
A

 94080-6370-M
ain O

ffice: (650) 588-9200-O
utside Local A

rea: (800) 258-9200-w
w

w
.stevenengineering.com



Features

3-12 Touch Panel Computers

Specifi cations
 Construction Al-Mg and plastic molding
 Display 12.1" SVGA TFT LCD
 CPU / Core Logic Transmeta™ Crusoe™ 5800 1 GHz
 BIOS Award® 256 KB
 VGA SMI® 721 VGA controller 
 Memory 256 MB DDR SDRAM (up to 512 MB), with 240 MB 

(up to 496 MB) allocated for users
 Storage CompactFlash® memory card 
 I/O 4 serial ports (one configurable to RS-232/422/485) 

and RS-485 is auto flow controlled, 1 parallel port,
1 Ethernet port (10/100/1000Base-T), 2 USB ports 
(USB2.0), 1 PS/2 port (KB/MS combined), 2 PCMCIA 
slots, 1 VGA port, 3 Audio ports (MIC in X 1, Line in X 
1, Line out X 1)

 Expansion PC/104-Plus expansion slot 
 Watchdog Timer 1.6 seconds interval
 Power Input 24 VDC, 1A maximum
 Dimensions (WxHxD) 311 x 237 x 75.85 mm (12.24" x 9.33" x 2.99")
 Gross Weight 3.7 kg (8.15 lb)

Environmental Specifi cations
 Operating Temperature 0 ~ 50° C (32 ~ 122° F)
 Relative Humidity 10 ~ 95% @ 40° C, non-condensing
 EMI FCC class A certification
 Operating Vibration 2 grms (5 ~ 500 Hz)
 Operating Vibration  1 grms (5 ~ 500 Hz)

with external HDD

 Front panel meets NEMA4 / IP65

Touchscreen
 Type 8-wire, analog resistive
 Resolution Continuous

TPC-1260G Crusoe™ 5800 Touch Panel Computer with 
12.1" SVGA TFT LCD Display

Introduction
With a high quality TFT LCD display, the TPC-1260G/H adopts the Transmeta™ Crusoe™ 5800 processor as its core. The Crusoe™ 5800 is a low power consuming x86 compliant 
processor with 1 GHz operating frequency. This system is fanless although the kernel is powerful. In addition, spindle-free storage makes the TPC-1260G a durable and reliable 
platform. Two PCMCIA slots are provided for expansion capability in harsh environments. A rich I/O portfolio meets diverse requests.

 Light Transmission Above 75%
 Life 1 million activation minimum at single point

LCD Display
 Display Size (diagonal) 12.1" 
 Max. Colors 256K 
 Resolution 800 x 600 
 Pixel Pitch (H x V) 0.3075 x 0.3075 mm 
 Viewing Angle 90° 
 Luminance cd/m2

 100 
 Storage Temperature -20~60° C (-4~140° F) 
 Operating Temperature 0~50° C (32 ~ 122° F) 
 Backlight 1 CCFL 
 Contrast Ratio 150 

Ordering Information
 TPC-1260G-A1 12.1" TFT LCD display touch panel computer with 

Crusoe™ 5800 1 GHz CPU and 256 MB DDR SDRAM
 TPC-1260G-A5 12.1" TFT LCD display touch panel computer with 

Crusoe™ 5800 1 GHz CPU and 512 MB DDR SDRAM
 TPC-1260GN-A1 TPC-1260G-A1 with Windows® CE .NET OS/64 MB CF 

card
 TPC-1260G-D1 TPC-1260G-A1 without touch screen
 PS-DC24-50 50 Watts 24 VDC output, 110 V/220 VAC 50/60 Hz input 

power adapter
 TPC-1260G HDD TPC-1260G external HDD kit

 12.1" SVGA TFT LCD

 Super slim and compact design with Al-Mg housing

 Fanless cooling system

 NEMA4/IP65 compliant front panel

 Supports Windows® XP/2000/CE.NET/XP embedded

 Downward I/O cabling

 Automatic data flow control RS-485
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Rear View

TPC-1260G

CompactFlash® x 1

PCMCIA x 2

PC/104-Plus
Speaker x 2

LPT x 1

10/100/1000B-T 
Ethernet x 1

USB 2.0 x 2

COM4 VGA x 1COM3PS2 x 1

COM5

COM1

Audio x 3

Accessories
 TPC-1260G WMK TPC-1260G wall mount kit
 TPC-1260G CDK TPC-1260G/H CD-ROM kit
 TPC-1260G HDD TPC-1260G external HDD kit

C
ourtesy of S

teven E
ngineering, Inc.-230 R

yan W
ay, S

outh S
an F

rancisco, C
A

 94080-6370-M
ain O

ffice: (650) 588-9200-O
utside Local A

rea: (800) 258-9200-w
w

w
.stevenengineering.com



Features

3-14 Touch Panel Computers

Specifi cations
 Construction Al-Mg and plastic molding
 Display 12.1" SVGA TFT LCD
 CPU / Core Logic Transmeta™ Crusoe™ 5800 1 GHz
 BIOS Award® 256 KB
 VGA SMI® 721 VGA controller 
 Memory 256 MB DDR SDRAM (up to 512 MB), with 240 MB 

(up to 496 MB) allocated for users
 Storage CompactFlash® memory card or 2.5” HDD
 I/O 4 serial ports (one configurable to RS-232/422/485) 

and RS-485 is auto flow controlled, 1 parallel port,
1 Ethernet port (10/100/1000Base-T), 2 USB ports 
(USB2.0), 1 PS/2 port (KB/MS combined), 2 PCMCIA 
slots, 1 VGA port, 3 Audio ports (MIC in X 1, Line in X 
1, Line out X 1)

 Expansion PC/104-Plus expansion slot 
 Watchdog Timer 1.6 seconds interval
 Power Input 24 VDC, 1A maximum
 Dimensions (WxHxD) 311 x 237 x 58 mm (12.24" x 9.33" x 2.29")
 Gross Weight 4.1 kg (9.04 lb)

Environmental Specifi cations
 Operating Temperature 0 ~ 50° C (32 ~ 122° F)
 Relative Humidity 10 ~ 95% @ 40° C, non-condensing
 EMI FCC class A certification
 Operating Vibration 2 grms (5 ~ 500 Hz)
 Operating Vibration  0.5 grms (5 ~ 500 Hz) (X - Axis)

with HDD 1 grms (5 ~ 500 Hz) (Y,Z - Axis)

 Front panel meets NEMA4 / IP65

Touchscreen
 Type 8-wire, analog resistive
 Resolution Continuous

TPC-1260H Crusoe™ 5800 Touch Panel Computer with 
High-Luminance 12.1" SVGA TFT LCD Display

Introduction
With a high quality TFT LCD display, the TPC-1260G/H adopts the Transmeta™ Crusoe™ 5800 processor as its core. The Crusoe™ 5800 is a low power consuming x86 compliant 
processor with 1 GHz operating frequency. This system is fanless although the kernel is powerful. In addition, spindle-free storage makes the TPC-1260G/H a durable and reliable 
platform. For  applications where spindle-free storage is not critical, a fast-access HDD module can be used. Two PCMCIA slots are provided for expansion capability in harsh 
environments, while the embedded UPS function can avoid abnormal system shutdowns caused by power interruptions. A rich I/O portfolio meets diverse requests.

 Light Transmission Above 75%
 Life 1 million activation minimum at single point

LCD Display
 Display Size (diagonal) 12.1"
 Max. Colors 256K
 Resolution 800 x 600
 Pixel Pitch (H x V) 0.3075 x 0.3075 mm
 Viewing Angle 120°
 Luminance cd/m2

 350
 Storage Temperature -20~70° C (-4~158° F)
 Operating Temperature 0~60° C (32 ~ 140° F)
 Backlight 2 CCFL
 Contrast Ratio 500

Ordering Information
 TPC-1260H-A1 12.1" high luminance TFT LCD display touch panel 

computer with Crusoe™ 5800 1 GHz CPU and 256 MB 
DDR SDRAM

 TPC-1260HN-A1  TPC-1260H-A1 with Windows® CE .NET OS/64 MB CF 
card

 TPC-1260H-D1  TPC-1260H-A1 without touch screen
 TPC-1260H-A5 12.1" high luminance TFT LCD display touch panel 

 12.1" SVGA TFT LCD

 Super slim and compact design with Al-Mg housing

 Fanless cooling system

 NEMA4/IP65 compliant front panel

 Supports Windows® XP/2000/CE.NET/ XP Embedded

 Downward I/O cabling

 Automatic data flow control RS-485
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computer with Crusoe™ 5800 1 GHz CPU and 512 MB 
DDR SDRAM

Accessories
 PS-DC24-50 50 Watts 24 VDC output, 110 V/220 VAC 50/60 Hz input 

power adapter
 TPC-1260H WMK  TPC-1260H wall mount kit
 TPC-1260H STK  TPC-1260H stand kit
 TPC-1260H SAK  TPC-1260H swing arm kit
 TPC-1260H CDK  TPC-1260H CD-ROM kit

Rear View

CompactFlash® x 1

PCMCIA x 2

PC/104-Plus
Speaker x 2

LPT x 1

10/100/1000B-T 
Ethernet x 1

USB 2.0 x 2

COM3 VGA x 1

COM4

PS2 x 1

COM5

COM1

Audio x 3

TPC-1260H
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Features

3-16 Touch Panel Computers

Specifications
 Construction Plastic molding housing
 Display 5.7” QVGA STN LCD
 CPU / Core logic ARM9 S3C2410A 266 MHz
 VGA Controlled by CPU
 Memory 64 MB SDRAM on board
 Storage 64 MB flash memory on board, 1 CompactFlash® card 

(option)
 I/O 3 serial ports (one full RS-232, one 4-pin RS-232, one 

RS-485), 1 Ethernet port (10/100Base-T), 2 USB ports 
(one Host, one Client)

 Watchdog Timer Programmable as 250 ms, 500 ms, 1 second
 Power Input 24 VDC, 0.5A maximum
 Dimensions (W x H x D) 195 x 148 x 44.4 mm (7.68” x 5.83” x 1.75”)

 Gross Weight 0.8 kg (1.76lbs)

LCD Display
 Display Type STN color LCD
 Display Size (diagonal) 5.7"
 Max. Colors 256
 Resolution 320 x 240
 Pixel Pitch (HxV) 0.36 x 0.36 mm
 Viewing Angle 110°
 Luminance (cd/m2) 201
 Backlight 1 CCFL
 Contrast ratio 35

Introduction
The TPC-60S models are  compact platforms without redundant functions, which have been designed for small-sized operator interface applications. They have 5.7” STN LCD display 
which is a cost effective choice for a limited budget. Its RISC kernel, the ARM9 processor, consumes minimum power without sacrificing performance. The TPC-60S has 10/100Base-T 
Ethernet port offering solid communication ability and comes bundled with a Windows® CE .NET OS that supports Thin-Client solutions. The built-in Windows® CE .NET OS platform 
lets TPC-60S become an open HMI solution for system integration.

 5.7” QVGA color STN LCD

 Super slim and compact design with plastic housing

 Fanless cooling system

 NEMA4/IP65 compliant front panel

 Built-in flash memory and Windows® CE .NET OS

 One CompactFlash® slot

 Automatic data flow control RS-485

TPC-60S ARM9 Touch Panel Computer with 
5.7" QVGA STN LCD Display

Touchscreen
 Type 4-wire, analog resistive
 Resolution Continuous
 Light Transmission Above 75%
 Life 1 million activation minimum at single point

Environmental Specifications
 Storage Temperature -20 ~ 70° C  (-4  ~ 158° F)
 Operating Temperature 0 ~ 50° C  (32  ~ 122° F)
 Relative Humidity 10 ~ 95% @ 40° C, non-condensing
 EMI FCC class A certification
 Vibration 1 G
 Front panel meets NEMA4 / IP65

Ordering Information
 TPC-60SN-E1 5.7” color STN LCD display touch panel computer 

with ARM9 266 MHz CPU, 64 MB DRAM/64 MB flash 
memory on board and Windows® CE .NET OS

 TPC-60SN-F1 TPC-60SN-E1 without touch screen
 PS-DC24-50 50 Watts 24 VDC output, 110 V/220 VDC 50/60 Hz input 

power adapter
 Java® Virtual Machine embedded by request
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TPC-60S

Rear View

CompactFlash® x 1

USB 1.1 
Client x 1

COM1 
(RS-232)

COM3 (RS-232/485)

10/100B-T Ethernet x 1

USB 1.1 Host x 1

COM2 
(RS-232)
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3-18 Touch Panel Computers
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TPC Series Naming Rule

Example:
1. TPC-1260GN-A3: 12.1" Touch Panel Computer with General brightness TFT LCD / TM5800 CPU / Windows CE .NET OS + 64MB NVRAM /

Resistive 8 wire touch screen / 256MB DDR SDRAM / UPS function
2. TPC-1560H-B1: 15" Touch Panel Computer with High brightness TFT LCD / TM5800 CPU / Resistive 5 wire touch screen / 256MB DDR SDRAM
3. TPC-60SN-E1: 5.7" Touch Panel Computer with STN LCD / RISC ARM9 CPU / Windows CE .NET OS + 64MB NVRAM /

Resistive 4 wire touch screen / 64MB SDRAM

Example Description: 12.1" Touch Panel Computer with General brightness TFT LCD / TM5800 CPU / Resistive 8
wire touch screen / 256MB DDR SDRAM

Ex:Ex:

OEM CodeOEM Code

Touch Type /
Memory /
Wireless LAN /
UPS

Touch Type /
Memory /
Wireless LAN /
UPSProduct LineProduct Line Display SizeDisplay Size

LCD
Type
LCD
Type

Bundled
OS
Bundled
OS

Serial
Number
Serial
Number

CPU
Grade
CPU
Grade

P: Panel

T: Touch C: Computer Blank /
0 ~ 9

Blank: No OS/No
External Storage
N: CE. NET 4.1 OS
/64MB NVRAM
L: Embedded Linux
OS/128MB NVRAM

Complex TableComplex Table

0: RISC(ARM9)
4: RISC(StrongARM)
5: Pentium
6: Pentium III
8: Pentium 4

G: TFT LCD
(General Brightness)

H: TFT LCD
(High Brightness)

S: STN LCD

6: 5.7"~6.4"
8: 8.4"
10: 10.4"
12: 12.1"
15: 15"
17: 17"

Complex Table
UPS
No
No
Yes
Yes
No
No
Yes
Yes
No
No
Yes
Yes
No
No
Yes
Yes
No
No
Yes
Yes
No
No
Yes
Yes
No
No
Yes
Yes
No
No
Yes
Yes
X
X
X
X

12
A
A
A
A
A
A
A
A
B
B
B
B
B
B
B
B
C
C
C
C
C
C
C
C
D
D
D
D
D
D
D
D
E
E
F
F

13
1
2
3
4
5
6
7
8
1
2
3
4
5
6
7
8
1
2
3
4
5
6
7
8
1
2
3
4
5
6
7
8
1
2
1
2

Wireless LAN
No
Yes
No
Yes
No
Yes
No
Yes
No
Yes
No
Yes
No
Yes
No
Yes
No
Yes
No
Yes
No
Yes
No
Yes
No
Yes
No
Yes
No
Yes
No
Yes
No
Yes
No
Yes

System Memory
256MB DDR SDRAM
256MB DDR SDRAM
256MB DDR SDRAM
256MB DDR SDRAM
512MB DDR SDRAM
512MB DDR SDRAM
512MB DDR SDRAM
512MB DDR SDRAM
256MB DDR SDRAM
256MB DDR SDRAM
256MB DDR SDRAM
256MB DDR SDRAM
512MB DDR SDRAM
512MB DDR SDRAM
512MB DDR SDRAM
512MB DDR SDRAM
256MB DDR SDRAM
256MB DDR SDRAM
256MB DDR SDRAM
256MB DDR SDRAM
512MB DDR SDRAM
512MB DDR SDRAM
512MB DDR SDRAM
512MB DDR SDRAM
256MB DDR SDRAM
256MB DDR SDRAM
256MB DDR SDRAM
256MB DDR SDRAM
512MB DDR SDRAM
512MB DDR SDRAM
512MB DDR SDRAM
512MB DDR SDRAM
64MB SDRAM
64MB SDRAM
64MB SDRAM
64MB SDRAM

Touch Type
Resistive - 8 wire
Resistive - 8 wire
Resistive - 8 wire
Resistive - 8 wire
Resistive - 8 wire
Resistive - 8 wire
Resistive - 8 wire
Resistive - 8 wire
Resistive - 5 wire
Resistive - 5 wire
Resistive - 5 wire
Resistive - 5 wire
Resistive - 5 wire
Resistive - 5 wire
Resistive - 5 wire
Resistive - 5 wire
Capacitive
Capacitive
Capacitive
Capacitive
Capacitive
Capacitive
Capacitive
Capacitive
No Touch
No Touch
No Touch
No Touch
No Touch
No Touch
No Touch
No Touch
Resistive - 4 wire
Resistive - 4 wire
No Touch
No Touch

11 1512 13 141 2 3 4 5 6 7 8 9 10 11

T AA 11P C - 1 2 6 0 G O --
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